RadioShack Cat. No. 64-2803 A 



MATERIAL SAFETY DATA SHEET 



Am 

CiTy ,tery.fv- 0? I'll 

totcpswe <?ii 



NUMBER 508 
REVISION OS/25/94 

PAGE 1 




PRODUCT NAME (NUMBER) 
CHEMICAL FAMILY 

D.o.T. hazard class 


Reliscore 15 Rosin Core Solder 

Spooled core solder. 

Kot regulated 


[ section HAZARDOUS INGREDIENTS- 


■ ' ..T *=. 


■■■•'/ 1 


INGREDIENTS 

CaS 

NUMBER 

WEIGHT 

PERCENT 


osha 

PEL 


ACGIH 

tlv 

c s ^ } 

Product con tains 

743§-92-l 

* 

0.05 

mg / c om 

0,15 

mgf c urn 

Tin S 

one or more of 

7440-31-5 

* 

2.0 

mg f c «m 

2.0 

mg / com 

Stiver ] 

these metallic 

7440-37-4 


0. 01 

mg / c urn 

0, 1 

mg i com 

Bismuth 1 

cIcmeiUs in 

7440-69-9 



NE 


NE 

Antimony) 

varying 

7440-36-0 

m 

0.5 

tngf com 

0.5 

mg / c Btn 

Indium } 

percentages. 

7440-74-6 

V 


NE 

0 . 1 

fflg / c am 

Rosin 


8050-0?-? 

1-4 


NL 

0,10 

rag/ com 

♦WEIGHT 

PERCENT: Compos i 1 i on 

of solder 

a 1 1 0 y s 

vary 

widely 

therefore no 


weight percent or 

specific 

gravity 

i s 

given. 

(Sec 

product 


label for e om p 0 s i t 

ion. J 







SECTION m PHYSICAL DATA 


{PUBLISHED OR ESTIMATED VALUES) 

NA 


SPECIFIC GRAVITY NA 

!H2Q=i) 77 deg F) 

NA % VOLATILE BY WEIGHT NA 

evaporation rate NA 

NA (BUAC=1) 

Insoluble pH NA 

appearance and odor Siivcr-gray metal wire, odorless, various shapes 

and si 2 .cs. 


BOILING POINT Deg F, 
(760 i»m H$) 

VAPOR PRESSURE 
(mm Hg at ;0 Deg. C) 
vapor density CAIR=I) 
SOLUBILITY m Water 


SECTION IV. " FIRE AND* EXPLOSION HAZARD DATA 


estimated flammable limits {% By Volume in Ait) 


LCL: NA 


UEL; NA 


FLASH POINT Deg P. 
EXTINGITSHING MEDIA NA 


SPECIAL FIRE 
FIGHTING 

PROCEDURES 


Use NIOSH approved seif-coniained breathing apparaius 
and full proieciive clothing if involved in a fire. 


UNUSUAL FtRE When healed lo high temperatures, lead emits highly 

AND EXPLOSION loxic fumes 

hazard 


KA - NOT APPUCABIE 


KE - NOT ESTABLiSHED NL - NOT LISTED UN - UNKNOWN 
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NOMEER 

REVISION 

PAGE 
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08/25/94 
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Reliacore 15 Rosso Core Solder 


I 


SEOTON V/a) HEALTH' hazard DATA 


(SyjupiooSi'Cffccu Of Overexposisre) 


fNHALATION: Exposure lo rosin fume'ma^ cause dizziness or headache. May 

also cause an allergic reaction such as rash or throat and 

respiratory irritation in a sensitive person. 

INGESTION: Esserttialiy non-hazardous at room temperature. {NOT likely to 

occur,) 

SKIN: Molten core solder wjU cause burns. Repeated exposure to 

rosin fume may cause a skin rash. 


EYES: 

TOXICITY: 


Molten rosin core flux will cause eye burns. Rosin fume can 
cause eye irritation. 

See Section X. 


LISTED CARCINOGENS: NONE. 

MEDICAL CO^’DIT^ONS POSSIBLY AGGRAVATED; See Section X, 


|1^<:TI0K'- V,(B)^HEA^ data , :^'£ergtncy>ed:'^Fk.t Atd;p;ec^dwre;i" 

inhalation 

If Tosii! fume is inhaled when wire is heated to soldering 
teraperatures, remove individual, |o fresh air. If breathing 
is oifficult administer oxygen and consult a physician. 

INOESTtON 

Call physician or Poison Control Center immediately. Never 
give anything by mouth to an unconscious person. 

SKIN 

CONTACT 

For burns cool with water and obtain medical aid. For rash, 
remove from exposure and consult a physician. 

EYE 

CONTACT 

For burns flush immediately with cool water and obtain 
medical aid, For fume irritation remove from exposure. 




STABILITY CONDiTSONS None 

STABLE: X UNSTABLE: TO AVOJD 


INCOMPATABILITY Oxidizing materials, strong adds, 

(MalcrialE lo Avoid) 

HAZARDOUS See Section X, 

DECOMPOSITION PRODUCTS 


hazardous POLYMERtZATlOK 

WILL OCCUR WILL NOT OCCUR: X 


CONOmONS None 
10 AVOID 
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Rcliacorc 15 Rosin Core Solder 


^CTIOK ;VlL SPiti OR LEAK PROCEDURES 

STEFS TO BE TAKEN IN CASE OH SPILLED 


Solid al room temptrature. If in molten stale allow to cool and 
solidify and then scrape up. 


WASTE The alloy portion is reclaimabie, 
DISPOSAL 


Must be in accordance with Federal. Stale and Local Laws and 
Regulations 


SECTION VIIL SFECIAT PROTECTION 

RESPIRATORY NiOSH approved respirator for organic vapors if TLVs are 
exceeded. 


EYEWEAR When soldering use face shield or eye goggles. 


CLOTHING/ Not usually necessary. 

GLOVES 


VENTILATION Provide sufficient mechanical (general and/or local exhaust) 
ventilation to maintain exposure levels below TLVs. 


SECTION IX. SPECIAL PRECAUTIONS 


PRECAUItONS TO 8E TALEN IN HANDLING ^ND STOHING 

No special requirements for siorage. Read all coniatncf labeling. 

Food and drink should not be consumed or tobacco products used, nor 
cosmetics applied in areas where core solders may be used. Always 
wash hands after handling core solder and before eating, drinking or 
smoking. 


OTHER PRECAUTIONS: 


Containers: Since empty containers may retain product residues 

(vapor, liquid, or solid) all labeled hazard precautions 
must be observed. FOR INDUSTRIAL USE ONLY. 
KEEP OUT OF REACH OF CHILDREN, DO NOT 
TAKE INTERNALIV, 
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:.'SECTI0N'X/- ADDlTIO>IAL INFORMATION '' " ' ' ' ' 

PRODUCT COMPOSITION: (wire solder) 

Rosin Flux J-4% Solder Alloy %- 99 % 

LEAD TOXICITY: 

Molten solder alloys do not produce significant lead fume below 900 
deg F. Exposure to high levels of airborne or ingested lead may produce 
symptoms of anemia^ insomtria, weakness, constipation, nausea and abdominal 
paim Prolonged exposure may result in kidney and nervous system involve- 
ment. Women of child bearing age should avoid exposure to lead due to 

g ost-nalal effects. 

werexposurc to TIN: Dust or fume may cause irritation of the skin and 

mucous membranes, and may result in a benign 
pneumoconiosis (stannosis). 

Overexposure to SILVER; May cause discoloration of eyes and skin 

(argyrta). 

Overexposure to BISMUTH: May cause foul breath, a blue-black tine on the 

gums, and stomalilis. 

Overexposure to ANTIMONY; May cause gastrointestinal upset, sleeplessness, 

‘ irritability and muscular pain. 

Overexposure to INDIUM: May cuasc weight loss, pulmonary edema, blood 

damage and degenerative changes in liver and 

MEDICAL CONDITIONS POSSiBLV' AGGRAVATED: Diseases of the blood and blood- 

forming organs, kidneys, nervous and possibly .reproductive sysicms. 

HAZARDDUS DECOMPOSITION PRODUCTS: (continued) 

The smoke from a soldering operation using rosin core solder may include 
such compounds as carbon monoxide, abietic acid, aliphatic aldehydes, and 
dilerpene adds. 

^ regulatory INFORMATION 

California State Proposition 65: 

'WARNING! This product contains LEAD known to the State of California 
to cause birth defects or other reproductive harm.' 

Toxic Substance Control Act (TSCA) Status: 

All ingredients of this product are listed on the TSCA inventory. 

SARA TITLE HI (Section 313): 

Components that may be present in this product at a level which could 
require reporting under the statute arc: 

Lead “ Silver - Antimony 



The information contained herein is based on data considered accurate and is~offered 
at no charge. No warranty is expressed or implied regarding the accuracy of this data 
LiaHliry is expressly disdaimed for loss or injury arising otit of use of this information 
or the use of any materiab designated. 





